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If presses made by other manufacturers, e.g. Geberit, Viega,  

Rothenberger, Rems, shall be used, the compatibility must be  

checked previously, in particular:

 W Pressing force between 30 and 40 kN as quality warranted  

by the machine manufacturer. Exceeding these values may cause  

a breakage of the pressing jaws!
 W Installation check of the pressing jaws in the machine's break  

jaw carrier
 W Carry out trial pressing with x-net press connector and check  

if the jaws close completely

Compatibility of x-net pressing jaws TH with presses  
 

The Klauke presses listed in the following table are compatible with the x-net pressing jaws TH.

Brand Press Kermi x-net pressing jaws TH

14 16 17 18 20 25 32 

Klauke Battery-operated pressing tool UAP2 • • • • • • •
Klauke Electric pressing tool UNP2 • • • • • • •
Klauke Electric pressing tool UNP3L • • • • • • •
Klauke Manually operated hydraulic pressing tool HPU2 • • • • • • •
Product code

x-net pressing jaws TH SFWPB014000 SFWPB016000 SFWPB017000 SFWPB018000 SFWPB020000 SFWPB025000 SFWPB032000 

The usability of presses by other manufacturers for the x-net pressing 

jaws TH (Klauke brand) must be discussed with the machine manufac-

turer in any case.

Please note!

The following presses made 

by Rems are not permissible:
 W Rems Power-Press E
 W Rems Power-Press 2000


