
x-net in-wall control 230V

  

Kermi x-net technical data sheet  
13005353 / Status: 15.02.2016 
Page 1 of 1

Technical specifications subject to change! 
We assume no liability for mistakes or 
printing errors.

Tel.  +49 9931 501-0
Fax  +49 9931 3075
www.kermi.co.uk
info@kermi.de

Kermi GmbH
Pankofen-Bahnhof 1
94447 Plattling
GERMANY

Description

 W Room temperature regulator with thermal feedback
 W Standalone installation on electronic installation flush-mounted 

box (deep version recommended)
 W Integration into on-site socket and light-switch covering frames 

(various cover sets available; see separate data sheet)
 W Nominal value setting via handwheel with optional  

mechanical area narrowing numbers 1 to 6 (equates  

to approx. 5 to 30°C)

Technical data 

 

Operating voltage  230V AC, 50Hz

Max. switching current  10 (4) A

Max. switching voltage  230V AC, 50Hz

Min. switching voltage  230V AC, 50Hz

Switching capacity  2300 W

Switching contact  NC contact (heating control function)

Switching element  Bimetallic contact

Hysteresis  Approx. 0.5K at a temperature 

 change of max. 4K/h

Protection type  IP30

Protection class  II

Safety, security and EMC  as per EN 60730

Max. power consumption  < 0.5W

Permissible humidity  Max. 95% relative humidity,   

 non-condensing

Electrical connection  Screw terminals

Dimensions (all dimensions in mm)

Product code

Kermi x-net in-wall control 230V SFEER003230
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