X-net

A leading brand of é AFG

x-net comfort manifold cabinet, in-wall, coated

Dimensions

Application

Comfort manifold cabinet, coated, in-wall, suitable to hold:
m x-net floor heating manifold 5/4", comfort or standard
B x-net control components
B x-net heat meter installation set, horizontal or vertical
B x-net control station, standard

(heed the necessary installation depth of 150 mm!)

for floor construction: 60 - 180 mm

Product description

comfort manifold cabinet, coated, in-wall, consisting of:

| |nstallation frame made of electrolytically zinc-coated
steel sheet, frame 3 mm, flat and door, powder coated
in white (similar to RAL 9016)

C
B ] o 0.0 B Metal door latch
— ® Rear wall with 2 removable mounting rails for an easy manifold
o) — . . . . .
N — installation outside of the manifold cabinet
o EC ) == B Top-hat mounting rail for an easy plug-in installation of x-net
R 11 =
h — control components
* — m Side walls with perforated openings for flow and return connections
N B Removable pipe bend rail, height-adjustable
e~ &1 H | Screed edge trim depth and height-adjustable and with standard
Body with Body with side view attached sound insulation strip
screed edge trim frame and door . . .
® Height-adjustable mounting feet
UXL1  UX12  UX13  UX-14 UX-L5 UX-L6  UX-L7
A 489 574 724 874 1,024 1,174 1,474 Materials
B 450 >3 685 835 %85 1135 1465 B Body, door with frame and screed edge trim
¢ >13 5% 748 898 e R R made of electrolytically zinc coated sheet steel
o M5 530 680 80 %0 110 140 g isible parts powder-coated in white (similar to RAL 9016).
AX-L1 AX-L2 AX-L3 AX-L4 AX-L5 AX-L6 AX-L7
Product code
x-net comfort manifold cabinet, in-wall, coated SFSUP110L01  SFSUP110L02  SFSUP110L03  SFSUPT10L04  SFSUPT10L05  SFSUPT10L06  SFSUP110L07
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